
Bussmann
Part Number
SSD002
SSD004
SSD006
SSD010
SSD016
SSD020
SSD025
SSD032

Ampere
Rating
2A
4A
6A
10A
16A
20A
25A
32A

Type
gG
gG
gG
gG
gG
gG
gG
gG

NOTE: Dimensions may vary between brands.

Bussmann
Part Number
NSD002
NSD004
NSD006
NSD010
NSD016
NSD020
NSD025
NSD032
NSD20M25
NSD20M32
NSD20M36
NSD32M36
NSD32M40
NSD32M50
NSD32M63
32NNL

ESD002
ESD004
ESD006
ESD010
ESD016
ESD020
ESD025
ESD032
ESD040
ESD050
ESD063
ESD63M80
ESD63M100
63ENL

Ampere
Rating
2A
4A
6A
10A
16A
20A
25A
32A
20A (25M)
20A (32M)
20A (36M)
32A (36M)
32A (40M)
32A (50M)
32A (63M)
Neutral link

2A
4A
6A
10A
16A
20A
25A
32A
40A
50A
63A
63A (80M)
63A(100M)
Neutral link

Type
gG
gG
gG
gG
gG
gG
gG
gG
gM
gM
gM
gM
gM
gM
gM
–

gG
gG
gG
gG
gG
gG
gG
gG
gG
gG
gG
gM
gM
–

SSD Specification
I.R.: 33kA at 240VAC
Voltage: 240VAC

VDC (Please call)
Characteristic: See Type Listing
Pack Size (box): 10
Approvals: BS88-6, IEC269-1

NSD / ESD Specification
I.R.: 80kA at rated VAC
Voltage: VDC (Please call)
Characteristic: See Type Listing
Pack Size (box): 10
Holders: Carriers (p130)
Approvals: BS88-6, IEC269-1

Fuse
SSD
NSD
NSD
ESD
ESD
ESD

A
23
34.6
34.6
35.5
35.5
36.5

Dimensions in MM

B
12
13.8
17.5
13.8
17.5
21

D
47
58.5
58.5
67
67
68

E
12.7
12.7
12.7
15
15
15

F
0.8
0.8
0.8
1.2
1.2
1.2

N
3.2
3.5
3.5
3.5
3.5
3.5

Ampere Rating
2A - 32A
2A - 32A
20M25 - 32M63
2A - 32A
40A - 63A
63M80 - 63M100

Voltage
(VAC)
550V
550V
550V
550V
550V
550V
550V
550V
415V
415V
415V
415V
415V
415V
415V
550V

550V
550V
550V
550V
550V
550V
550V
550V
415V
415V
415V
415V
415V
550V

Voltage
(VAC)
240V
240V
240V
240V
240V
240V
240V
240V

92

D

A

EB

NF

NSD

ESD

SSD

Safeclip *
Part Number
NS2
NS4
NS6
NS10
NS16
NS20
NS25
NS32
NS20M25
NS20M32
-
NS32M36
NS32M40
NS32M50
NS32M63
-

-
-
-
-
-
-
-
-
ES40
ES50
ES63
ES63M80
-
-

Safeclip
Part Number
SS2
SS4
SS6
SS10
SS16
SS20
SS25
SS32

32NNL

Neutral Link

Email: sales@swe-check.com.au
Phone: +61 3 9521 6133( ) 0

BRITISH INDUSTRIAL FUSES

SSD SERIES SIZE E1 (SS)

NSD / ESD SERIES SIZE F1 & F2 (NS/ES)


